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Shock 
Mounts

The Silver Bullet + Vacuum Pump  is shipped 
in a single carton which includes the follow-
ing:

1. Vacuum Pump Unit
2. 6-Foot Pressure Hose
3. Accessory kit:

a. Shock mounts with nuts
b. optional pressure fitting
c. Silencer

Important:
There are four pump models.  Check the serial plate 
for proper operating voltage before connecting the 
power.

Refer to Figure 2 and setup the Silver Bullet as follows:
1. Shock Mounts Installation.  Install each shock mount by holding the supplied nut at the 

corresponding foot mounting screw hole. Screw the mount into the nut.
2. Silencer Installation. Install the silencer into the threaded EX port of the vacuum 

pump. Tighten snugly by hand.
3. Hose Connection. Connect the threaded hose fitting into the threaded IN port of the 

vacuum pump. Tighten snugly with a 9/16-inch wrench.

Note:  The pressure fitting is only used if required for equipment connection.

4. Pressure Fitting Installation.  If necessary, install pressure fitting to the  hose by perform-
ing the following steps.
a. Slide the hose clamp onto the hose assembly.
b. Assemble the fitting by sliding the threaded connector coupler onto the barbed fitting with the 

internal thread facing toward the outer (ball) end of the fitting.
c. Press the barbed fitting into the hose and tighten hose clamp.

Figure 2. Silver Bullet + Vacuum Pump Setup

Figure 1. Supplied Components

SUPPLIED EQUIPMENT

EQUIPMENT SETUP

Silencer

6-Foot 
Hose

Vacuum 
Pump Unit

Pressure 
Fitting

Install Shock Mounts Connect Hose at threaded IN port

1 3

Install Silencer at threaded EX port Install Optional Pressure Fitting

2 4 Face internal thread 
towards outer end.
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Item P/N Description Qty Item P/N Description Qty

1 87204 Silencer 1 10 87214 Valve Plate O-Ring 2

2 87205 Housing Cover 2 11 87221 Cylinder Seal O-Ring 2

3 87233 Valve Plate Assembly 2 12 2784 Hose Assembly 1

4 87224 Cylinder 2 13 87238 Cylinder Plate 1

5 87137 Capacitor Housing 1 14 87239 Cylinder Cap Seal 1

6 87229 Cooling Fan 2 15 87241 Cylinder Cap Screws 2

7 87212 Cylinder Head 2 87235 Capacitor (not shown) 1

8 87237 Shock Mount 4 87232 Connecting Tube O-Rings 
(not shown)

2

9 87231 Connecting Tube 1

Replacement Parts List

SPARE PARTS

Figure 3. Silver Bullet + Vacuum Pump Parts List Location
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Jelrus International, a division of Air Techniques Inc., has been a leading manu-
facturer of dental laboratory equipment essential to the fabrication of porcelain 
caps, crowns and bridges for over thirty years. Innovative design and superior 
product performance are proven Jelrus trademarks.

TOLL FREE: 1-800-JELRUS1

www .jelr us.com
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1-800-AIR-TECH (1-800-247-8324)

www.air techniques.com


